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The conveyance system for Pond #2 has 3 pump stations.  Pump Station #1 is north of Building 
#3 and appears accept runoff from proposed lots 1, 2, 3, 7, 8, and 10.  Pump Station #2 is north 
of Building #11 and appears accept runoff from proposed lots 3, 4, and 8.  Pump Station #3 is 
located on the east end of the Water Quality pond.  Pump Station #3 pumps water from lots 1‐
18 which drain into the water quality pond and then into Pond #2. 
 
The conveyance system was recently cleaned by Cuz Concrete.  The storm system that was 
cleaned currently has green dots on the catch basins.  The systems appears to be in working 
order however the ponds will need to be cleaned and a few catch basins that were missed 
during the original cleaning by CUZ Concrete will need to be cleaned.   
 
SOIL 
The existing soils consist of Lynnwood Sandy Loam 0‐3 percent slopes per the National 
Resources Conservation Service (NRCS) Soil Survey of Snohomish County, see Appendix A.  
Lynnwood soils are classified in the USDA Soil Textural Classification as follows; the top layer of 
soil from 0 to 29 inches is classified as a loamy sand and has an infiltration rate of 2.0 – 6.0 
inches per hour.  The second layer of soil from 29 to 60 inches is classified as a clean gravelly 
sand and has an infiltration rate of 6.0 ‐ 20.0 inches per hour. 
 
DOWNSTREAM ANALYSIS 
The existing site infiltrations into three ponds onsite with little to no stormwater runoff.  The 
existing site is relatively flat however there is a slight slope to the northeast.  
 
PROPOSED SITE CONDITIONS 
The only change to the storm drainage impervious area will be at the northwest corner of the 
site.  The project will add a paved entrance to the site consisting of 1,670 S.F.  This is only .09% 
of the total impervious area.  The proposed paved area will be conveyed to the existing system 
that flows into Infiltration Pond #2, therefore will have water quality treatment and flow 
control.  
 
STORMWATER POLLUTION PREVENTION 
The only construction that will be part of this Site Civil Permit will be the installation of water 
valves, water meters, sewer monitoring manholes, and a small paved area at the west entrance 
of the site.  Stormwater pollution will be controlled with inlet protection, stabilization of soils 
and controlling pollutants. 
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